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ALIKO PRESS BRAKE  TOOLING SOLUTIONS

• Mechanical lower tool clamping
• Pneumatic lower tool clamping
• Pneumatic lower tool clamping 

with loading bridge
• Lower tool adapters and  

die adapters

• Mechanical upper tool  
clamping

• Hydraulic upper tool clamping
• Upper tool adapters  

(extenders)

• Straight punches
• Goose neck punches
• Punch frames
• Punch tips and r-tools
• Special tools
• Tool adapters and 

extenders

UPPER TOOL FASTENING
SYSTEMS (P. 30)

UPPER TOOLS (P. 22)

LOWER TOOL CLAMPING
SOLUTIONS (P. 31)
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ALIKO PRESS BRAKE  TOOLING SOLUTIONS

• 1v dies
• Dies with rollers
• Multi V dies
• Special tools
ALIKO CNC ADJUSTABLE  
LOWER TOOLS (P. 20)

• ALIKO CNC TOOL STATION for 
storage and change of press 
brake tools

• ALIKO TOWER TOOL STATION 
rotating storage and lifting  
system for press brake tools

LOWER TOOLS (P. 6)

ALIKO TOOL STATIONS (P. 32)
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STANDARD AND HEAVY DUTY  TOOLING SOLUTIONS

• MECHANICAL UPPER TOOL CLAMPING
• HYDRAULIC UPPER TOOL CLAMPING
• UPPER TOOL ADAPTERS (EXTENDERS)

• STRAIGHT PUNCHES
• GOOSE NECK PUNCHES
• PUNCH FRAMES
• PUNCH TIPS AND R-TOOLS
• SPECIAL TOOLS
• TOOL ADAPTERS EXTENDERS

• 1V DIES
• DIES WITH ROLLERS
• MULTI V DIES
• SPECIAL TOOLS

• MECHANICAL LOWER TOOL CLAMPING
• PNEUMATIC LOWER TOOL CLAMPING
• PNEUMATIC LOWER TOOL CLAMPING 
 WITH LOADING BRIDGE
• LOWER TOOL ADAPTERS AND DIE ADAPTERS

STANDARD
TOOLING SOLUTIONS

WHY TO CHOOSE
ALIKO TOOLING

SOLUTIONS?

• High-class materials
• Top quality production
• Right solutions for customer’s needs
• Wide range of tooling solutions
• Max load up to 600 t/m
• Quick and easy tools change
• Improving of equipment productivity
• Guarantee
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HEAVY DUTY
TOOLING SOLUTIONS

HEAVY DUTY TOOL
FASTENING SYSTEMS

PUNCH FRAMES

LOWER TOOL
ADAPTERS

PUNCH TIPS AND R-TOOLS

HEAVY DUTY 1V DIES

ALIKO CNC ADJUSTABLE LOWER TOOLS
ALIKO CNC-VARIO DIES 

STANDARD AND HEAVY DUTY  TOOLING SOLUTIONS
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H65/60° DIES

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V6 H65/60° 13,3 65 60° 50

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V12 H65/60° 14,1 65 60° 100

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V20 H65/60° 18,4 65 60° 130

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V8 H65/60° 13,2 65 60° 50

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V16 H65/60° 16,4 65 60° 125

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V24 H65/60° 20,4 65 60° 130

P72182_Alatyökalu_H65_V6
 
 

20

6

R1

65

30

P72182_Alatyökalu_H65_V12
 
 

65

25

R2

12

P72182_Alatyökalu_H65_V20
 
 

65

35

R2

20

P72182_Alatyökalu_H65_V8
 
 

20

8
R1

65
30

P72182_Alatyökalu_H65_V16
 
 

65

30

16

R2

P72182_Alatyökalu_H65_V24
 
 

65

40

24

R2

LOWER TOOLS



7www.aliko.fi

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V30 H65/60° 24,4 65 60° 150

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V40 H65/60° 27,2 65 60° 200

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V60 H65/60° 30,9 65 60° 150

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V32 H65/60° 24,0 65 60° 150

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V50 H65/60° 29,4 65 60° 200

P72182_Alatyökalu_H65_V30
 
 

50

30

R3

65

P72182_Alatyökalu_ H65_V40
 

65

60

40

R4

P72182_Alatyökalu_H65_V60
 

65

80

60

R6

P72182_Alatyökalu_H65_V32
 
 

65

50

32

R3

P72182_Alatyökalu_H65_V50
 
 

65

R5

50

70

OTHER V-DIES SIZES
AND MODIFICATIONS

ON REQUEST BY
tools@aliko.fi
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Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V12 H100/60° 21,0 100 60° 125

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V20 H100/60° 28,0 100 60° 150

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V30 H100/60° 34,1 100 60° 175

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V16 H100/60° 24,5 100 60° 125

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V24 H100/60° 27,4 100 60° 150

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V40 H100/60° 39,5 100 60° 175

P72444_Alatyökalu_H100_V12
 
 

10
0

25

12

R1

P72444_Alatyökalu_H100_V20
 
 

10
0

35

20

R2

P72444_Alatyökalu_H100_V30
 
 

10
0

45

30

R3

P72444_Alatyökalu_H100_V16
 
 

10
0

30
16

R2

P72444_Alatyökalu_H100_V24
 
 

10
0

35

24

R2

P72444_Alatyökalu_H100_V40
 
 

10
0

55

40

R3

H100/60° DIESLOWER TOOLS
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P72324_Alatyökalu_H120_V100
 

12
0

140

100

R10

P72444_Alatyökalu_H100_V50
 
 

10
0

65

50

R5

P72617_Alatyökalu_H100_V70
 
 

10
0

90

70

R7

P72617_Alatyökalu_H100_V90
 
 

10
0

110

90

R8

P72444_Alatyökalu_H100_V60
 
 

75

60

10
0

R6

P72617_Alatyökalu_H100_V80
 
 

10
0

100

80

R8

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V50 H100/60° 44,5 100 60° 200

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V70 H100/60° 56,6 100 60° 270

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V90 H100/60° 62,1 100 60° 270

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V60 H100/60° 48,6 100 60° 200

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V80 H100/60° 59,7 100 60° 270

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V100 H120/60° 100,5 120 60° 270
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Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V12 H100/30° 24,4 100 30 80

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V20 H100/30° 26,5 100 30 80

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V30  H100/30° 34,8 100 30 130

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V16 H100/30° 23,6 100 30 80

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V24 H100/30° 29,3 100 30 100

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V40 H100/30° 37,7 100 30 130

10
0

30

12

R1

P72181_Alatyökalu H100_R1_V12_30º
 
 

P72181_alatyökalu H100_V20_30º
 

10
0

35

20

R4

D00781, A - ALATYÖKALU, W H100 V30 30º
 
 

10
0

50

30

R3

P72181_Alatyökalu H100_R3,5_V16_30º
 

10
0

30

16

R3,5

D00780, A - ALATYÖKALU, W H100 V24 30º
 
 

10
0

40

24

R3

D00782, A - ALATYÖKALU, W H100 V40 30º
 
 

10
0

60

40

R4

H100/30° DIESLOWER TOOLS
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Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V8 H55/80° 9,8 55 80 50

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V16 H55/80° 14,3 55 80 100

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V24 H55/80° 15,7 55 80 125

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V12 H55/80° 12,4 55 80 100

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V20 H55/80° 13,9 55 80 100

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V30 H55/80° 17,1 55 80 125

P72182_Alatyökalu_H55_R1_V8_80º
 
 

55

16

8

R1

25

P72182_Alatyökalu_H55_R2_V16_80º
 

55

30

16

R2

P72182_Alatyökalu_H55_R2,5_V24_80º
 
 

55

35

24

R2,5

P72182_Alatyökalu_H55_R2_V12_80º
 
 

55

25

12
R2

P72182_Alatyökalu_H55_R2_V20_80º
 
 

30

20

R2

55

P72182_Alatyökalu_H55_R3_V30_80º
 
 

40

30

R3

55

H55/80° DIESLOWER TOOLS
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Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V40 H55/80° 19,7 55 80 125

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V50 H55/80° 28,4 55 80 125

P72182_Alatyökalu_H55_R4_V40_80º
 
 

50

40

R4

55

P72182_Alatyökalu_H55_V50_80º
 

55

75

50

R5

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V40 H100/80° 45,1 100 80 200

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V50 H100/80° 54,8 100 80 200

P72442_Alatyökalu_H100_V40
 
 

10
0

60

40

R4

P72442_Alatyökalu_H100_V50_80º
 
 

10
0

75

50

R5

LOWER TOOLS H100/80° DIES
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P72442_Alatyökalu_H100_V80
 
 

10
0

100

80

R8

P72442_Alatyökalu_H100_V90
 
 

10
0

110

90

R9

P72442_Alatyökalu_H100_V100
 
 

10
0

120

100

R10

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V60 H100/80° 56,2 100 80 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V80 H100/80° 65,4 100 80 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V70 H100/80° 61,0 100 80 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V90 H100/80° 69,3 100 80 250

P72442_Alatyökalu_H100_V60
 
 

10
0

80

60

R6

P72442_Alatyökalu_H100_V70
 
 

10
0

90

70
R8

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V100 H100/80° 72,9 100 80 250

H100/80° DIESLOWER TOOLS

OTHER V-DIES SIZES
AND MODIFICATIONS

ON REQUEST BY
tools@aliko.fi
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P72748_Alatyökalu_W_H120_V140
 

14
0

180

140

R14

P72748_Alatyökalu_W_H120_V120
 
 

12
0

120

150

R12

P72387_Alatyökalu_W_H230_V300
 

23
0

350

R30

300

17
0

240

200

R20

P72385_Alatyökalu_W_H170_V200
 
 

P72386_Alatyökalu_W_H200_V250
 
 

300

250

R25

20
0

P72384_Alatyökalu_W_H140_V160
 

14
0

R16

160

200

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V120 H120/80° 109,7 120 80 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V160 H140/80° 162,8 140 80 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V250 H200/80° 330,0 200 80 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V300 H230/80° 427,9 230 80 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V140 H120/80° 154,1 120 80 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V200 H170/80° 230,5 170 80 250

>H120/80° DIESLOWER TOOLS
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17135 ALATYÖKALU, H65  V40 RULLILLA WILA
 
 

R6

80

40

65

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V30 H65/60° (rollers) 34,4 65 60 175

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V50 H80/60° (rollers) 50,0 80 60 175

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V40 H100/60° (rollers) 59,0 100 60 270

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V40 H65/60° (rollers) 37,1 65 60 270

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V60 H80/60° (rollers) 52,7 80 60 270

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V50 H100/60° (rollers) 63,9 100 60 270

P72623_Alatyökalu W_H65_V30
 

R6

70

65

30

17145 ALATYÖKALU,  H80 V50 RULLILLA WILA
 
 

R6

50

80

90

P72813_Alatyökalu W_H100_V40
 

10
0

100

40

R6

P72619_Alatyökalu W_H80_V60
 

100

80

R6

60

P72813_Alatyökalu W_H100_V50
 

10
0

90

50

R6

CORNER ROLL DIESLOWER TOOLS
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Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V60 H100/60° (rollers) 68,3 100 60 270

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V100 H100/80° (rollers) 103,8 100 80 300

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V160 H160/80° (rollers) 292,2 160 80 300

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V80 H100/60° (rollers) 82,8 100 60 270

P72813_Alatyökalu W_H100_V60
 

100

10
0

60

R6

P72780_Alatyökalu W_H100_V100
 

10
0

160

100

R10

17165 ALATYÖKALU   H160 V160 RULLA WILA
 
 

R15

160

280

16
0

P72624_Alatyökalu W_H100_V80
 
 

10
0

130

80

R8

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V120 H100/80° (rollers) 109,4 100 80 200

17155 ALATYÖKALU,  H100 V120 RULLILLA WILA
 
 

R10

120

180

10
0
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Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V200 H170/80° (rollers) 281,3 170 80 400

D01148, A - ALATYÖKALU, W H180 V200 A75 RULLILLA.
 

18
0

200

285

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

V100 H250/80° (rollers) 376,9 200 80 270

P72627_Alatyökalu W_H200_V250

20
0

330

250

R15

CORNER ROLL DIESLOWER TOOLS

ALIKO LOWER TOOLS ARE ALSO AVAILABLE IN SECTIONS

Palasarja_AT
 
 

20010010040353025

550

20
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OTHER V-DIES SIZES
AND MODIFICATIONS

ON REQUEST BY
tools@aliko.fi

YOUR BENEFITS WITH ALIKO

ALIKO OY LTD Manufacturer of standard- and special press 
brake tools

AVAILABILITY Standard press brake tools from stock, short 
term production of special press brake tools 

JOB ORDER PRODUCTION Individual and state of the art processing of 
your products

FLEXIBILITY Modifications and engineering service

QUALITY Premium product

COST-PERFORMANCE RATIO First-class

QUALIFIED Customer oriented team

FULL SERVICE Construction, development and production

TEST BENDING Preliminary test bending with your sample 
sheets

SERVICE Committed and customer-oriented
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ALIKO CNC-VARIO DIE
FAST V-OPENINGS ADJUSTMENT 
STRAIGHT FROM CNC-CONTROL
The design of the tool pays special attention to durability 
and precision control. v-opening adjustment range and tool 
length can be customized according to customer needs.
• Motorized v-opening adjustment, precise positioning 

every 10 mm
• Fast v-opening adjustment straight from cnc-control
• Strong and durable construction
• Excellent load resistance
• V-opening conner rolls to reduce the power needed in 

bending and improve tools duration
• Suitable for almost press brakes
• Almost maintenance free

Why to choose ALIKO CNC-VARIO DIE?
• Improves productivity of the press brake
• Improves bending quality
• Helps production planning 
• Improves occupational safety

Model V-openings, mm Height, mm Max. loadability α 80°, t/m

ALIKO CNC-VARIO DIE 120 V20-120 200 250

ALIKO CNC-VARIO DIE 200 V40-200 330 400

ALIKO CNC-VARIO DIE 300 V50-300 350 400

ALIKO CNC ADJUSTABLE LOWER TOOLS
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MAIN CHARACTERISTICS MAIN BENEFITS

CNC motorized V-opening 20–120 mm or 40–200 mm or 50-300 mm ALIKO CNC-VARIO die replaces multiple sets of 1V-dies

Adjustment range 100-250 mm Increase the press brake efficiency up to 87% due to  
saving time for tool changeover

Minimum adjustment step 10 mm Fast v-opening adjustment straight from cnc-control or  
by assigned bending program

Time for changing the v-opening from min to  
max is less than 1 minute Ultra-fast V-opening changeover, from 5 to 60 seconds

Maximum load up to 500 t/m High load capacity and reliability

Replaceable high wear resistance conner rolls of  
along the entire length of the working edge Low maintenance cost

Can be used with any press brakes The best price/quality ratio on the market

ALIKO CNC-VARIO DIE 120

ALIKO CNC ADJUSTABLE LOWER TOOLS

ALIKO CNC-VARIO DIE 200
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Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H130 S R1 23,2 130 30 160

H130 S R2 23,2 130 30 160

H130 S R3 23,2 130 30 160

H130 S R4 23,2 130 30 160

H130 S R5 23,2 130 30 160

H130 S R6 23,2 130 30 160

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H170 S R1 29,9 170 30 160

H170 S R2 29,9 170 30 160

H170 S R3 29,9 170 30 160

H170 S R4 29,9 170 30 160

H170 S R5 29,9 170 30 160

H170 S R6 29,9 170 30 160

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H220 K R1 31,2 220 28 60

H220 K R2 31,2 220 28 60

H220 K R3 31,2 220 28 60

H220 K R4 31,2 220 28 60

H220 K R5 31,2 220 28 60

H220 K R6 31,2 220 28 60

P72321_Ylätyökalu_W_H130_R1
 
 

13
0

20

R

P72455_W_H170_R2
 
 

20

17
0

R

14919 D00764, A - YLÄTYÖKALU, W H220 R1 VEITSI
 

21

25

R

22
0

UPPER TOOLS STRAIGHT
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Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H220 S 28° R1 41,4 220 28 250

H220 S 28° R2 41,4 220 28 250

H220 S 28° R3 41,4 220 28 250

H220 S 28° R4 41,4 220 28 250

H220 S 28° R5 41,4 220 28 250

H220 S 28° R6 41,4 220 28 250

H220 S 60° R1 41,9 220 60 250

H220 S 60° R2 41,9 220 60 250

H220 S 60° R3 41,9 220 60 250

H220 S 60° R4 41,9 220 60 250

H220 S 60° R5 41,9 220 60 250

H220 S 60° R6 41,9 220 60 250 15052 D00776, A - YLÄTYÖKALU, W H220 R5 SUORA 28º
 

22
0

R

40

20

STRAIGHT

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H200 S R1 34,6 200 30 160

H200 S R2 34,6 200 30 160

H200 S R3 34,6 200 30 160

H200 S R4 34,6 200 30 160

H200 S R5 34,6 200 30 160

H200 S R6 34,6 200 30 160

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H220 S R1 37,7 220 30 160

H220 S R2 37,7 220 30 160

H220 S R3 37,7 220 30 160

H220 S R4 37,7 220 30 160

H220 S R5 37,7 220 30 160

H220 S R6 37,7 220 30 160

D00924, A - YLÄTYÖKALU, W H200 R2 SUORA
 

20
0

R

20

D00925, A - YLÄTYÖKALU, W H220 R2 SUORA
 

22
0

R

20
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Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H130 G25 R1-R6/80 ° 33,1 130 80 70

H170 G25 R1-R6/80 ° 40,9 170 80 70

H200 G25 R1-R6/80 ° 46,7 200 80 70

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H170 G21 R1-R6/60 ° 44,6 170 60 90

H200 G21 R2-R6/60 ° 51,4 200 60 90

UPPER TOOLS GOOSE NECK

OTHER V-DIES SIZES
AND MODIFICATIONS

ON REQUEST BY
tools@aliko.fi
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GOOSE NECK

palasarja
 
 

100 20 25 30 35 40 200 100

550

ALIKO UPPER TOOLS ARE ALSO AVAILABLE IN SECTIONS
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Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H100 FR G0 28,9 100 - 200

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H170 FR G3 41,8 170 - 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H200 FR G3 47,4 200 - 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H140 FR G0 36,7 140 - 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H160 FR G0 40,6 160 - 250

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H240 FR G0 55,9 240 - 250

D00926, A - YLÄTYÖKALURUNKO, W H100 IK JOUTSENKAULA
 
 

10
0

45

D00928, A - TYÖKALURUNKO, W H170 IK JOUTSENKAULA
 

17
0

45

P72103_W_Työkalurunko 200x45
 
 

20
0

45

P72412_Työkalurunko_W_H140_IK
 
 

14
0

45

5185 D00151, A - TYÖKALURUNKO, W H160 IK JOUTSENKAULA
 

16
0

45

P72642_Työkalurunko_W_H240_IK
 
 

24
0

45

UPPER TOOLS PUNCH FRAMES
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Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H220 FR G30 72,2 220 - 130

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H360 FR S 121,8 360 - 400

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H500 FR S 252 500 - 600

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H370 FR G20 151,4 370 - 300

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H200 FR S 51,7 200 - 250

P72643_Työkalurunko_W_H220_IK
 

80

22
0

P72529_Työkalurunko_W_H360_IK
 
 

36
0

60

P53400_Työkalurunko_W_H500_IK
 
 

50
0

90

P72807_Työkalurunko_W_H370_IK
 
 

37
0

90

P72393-B_Työkalurunko_W_H200_IK
 

20
0

40

PUNCH FRAMES

Type Kg
/ m

Height
 / mm α Max load

90° tn/m

H140 FR S 37,6 160 - 250
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210

80

P72392-B_Kärki_IK_R150
 
 

Type Width
/ mm

Height
 / mm R

IK H30 R1 30 30 1

IK H30 R2 30 30 2

IK H30 R3 30 30 3

IK H30 R4 30 30 4

IK H30 R5 30 30 5

IK H30 R6 30 30 6

IK H30 R8 30 30 8

IK H30 R10 30 30 10

IK H30 R12 30 30 12

IK H30 R15 30 30 15

IK H30 R20 30 30 20

IK H30 R25 40 30 25

IK H30 R30 50 30 30

IK H30 R35 60 30 35

IK H30 R40 70 30 40

IK H40 R40 70 40 40

IK H40 R50 90 40 50

IK H40 R60 90 40 60

IK H35 R50 80 35 50

IK H35 R60 90 35 60

IK H40 R70 100 40 70

IK H50 R80 120 50 80

IK H50 R85 130 50 85

IK H50 R90 130 50 90

IK H50 R100 140 50 100

IK H50 R115 150 50 115

IK H80 R150 210 80 150

Fixture model IK- 
fixture

Minimum width 30 mm

F max, approx. 300 ton/m

Min. height from fixture 30 mm

e.g. R10 punches weight 7,95 kg/m

UPPER TOOLS PUNCH TIPS

IK, big radiuses R20 --->

IK, small radiuses R1-R15

30

P72080_R4_Ylätyökalun kärki 30x30
 
 

30
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PUNCH TIPS
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UPPER TOOL FASTENING SYSTEMS

• Mechanical upper tool clamping
• Hydraulic upper tool clamping
• Upper tool adapters (extenders)

• Fast fixing, positioning and replacement
• Heavy duty fixing profile
• Tool fixing loadability 250 t/m or 400 t/m
• Suitable for all press brake models

• “WILA”-type tooling compatible
• Maximum load 400 tn/m or 600 tn/m
• Quick fixing, positioning and replacement of 

the upper tool

ALIKO UPPER TOOL 
FASTENING SYSTEMS INCLUDE

HYDRAULIC UPPER TOOL
CLAMPING

MECHANICAL UPPER TOOL CLAMPING 
FOR STANDARD, HEAVY DUTY AND 
GIANT SOLUTIONS

UPPER AND LOWER 
TOOL ADAPTERS 

(EXTENDERS)
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LOWER TOOL CLAMPING

a wide range of upper and  
lower tool adapters (extenders) 
for various purposes, including 
the possibility of using punches 
with different fixing types on the 
same press brake

• Mechanical lower tool clamping
• Pneumatic lower tool clamping
• Pneumatic lower tool clamping with  

loading bridge
• Hydraulic lower tool clamping
• Lower tool adapters

ALIKO LOWER TOOL CLAMPING 
SOLUTIONS INCLUDE

• Fast tool change, automatic centering
• Lower tools easy to handle
• Possibility to use sectioning
• Loadability up to 600 t/m
• Loading bridge option

LOWER TOOL CLAMPING
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ALIKO TOOL STATIONS

• Large capacity of tools, up to 3000 kg
• Suitable for 1V dies and upper tools
• Easy to use with ALIKO touch screen control
• Tools quantity and placement in station on a customer specific basis
• Integrated transfer bridge for easy transfer and positioning of tools
• Short changeover time
• Tools selecting and adding directly on the ALIKO control panel
• Suitable with all press brake models

ALIKO CNC TOOL STATION FOR STORAGE AND QUICK CHANGE OF PRESS BRAKE TOOLS, 
IT REDUCES TIME FOR CHANGEOVER OF TOOLS AND INCREASES OCCUPATIONAL SAFETY

ALIKO CNC TOOL STATION installed next to the press brake. After tool selecting on the CNC panel, the 
tool slide from the station to the bending table along the loading bridge with pneumatically moving  
rollers for easy movement. Locking and positioning of tools have implemented by integrated pneumatic 
clamping system.

ALIKO CNC TOOL STATION
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ALIKO TOOL STATIONS

• Easy to use with mechanical lifting hand
• Large capacity of tools, up to 2000 kg
• Compact and convenient storage space for tools
• Easy rotation for tool selection at the station
• Placement in station on a customer-specific basis
• Light tool positioning on the press brake
• Suitable with all press brake models
• Suitable for 1V dies and upper tools

ALIKO TOWER TOOL STATION FOR EASY STORAGE AND CHANGE OF PRESS BRAKE TOOLS.
IT IS CONVENIENT, SAFE AND SAVES STORAGE SPACE

ALIKO TOWER TOOL STATION installed next to the press brake. Tools can be loaded and unloaded by 
an integrated mechanical lifting hand. Tool positioning and locking by pneumatic or mechanic clamping 
system. One tool section weight is up to 60 kg.

ALIKO TOWER TOOL STATION
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ALIKO APPLICATIONS

PRESS BRAKE FEATURES

Bending length 5000 mm Vario crowning 400

Bending force 630 tons Bending line laser

6 axis CNC back gauge Heavy Duty CNC sheet followers

Lazersafe safety system Upper tool – punch frame with punch tips

Cybelec Visitouch and additional screen Lower tool – ALIKO CNC VARIO DIE 300 

ALIKO SP5000-630HD WITH CNC-VARIO DIE 300
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ALIKO APPLICATIONS

PRESS BRAKE FEATURES

Bending length 8000 mm High precision cnc crowning

Bending force 1000 tons Bending line laser

6 axis cnc back gauge Upper tool – punch frame with punch tips

Lazersafe safety system Lower tools – set of 1V-dies

Cybelec Visitouch ALIKO CNC TOOL STATION with loading bridge

ALIKO GIANT SP8000-1000
WITH CNC TOOL STATION
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PRESS  BRAKE
TOOLING SOLUTIONS

Yrittäjänkulma 5, 33710 Tampere       Finland
+358 207 280 370 • tools@aliko.fi

ALIKO OY LTD is one of the world’s leader of
press brake and tool manufacturing since 1978. 

Visit our website www.aliko.fi.


